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Akustischer Signalgeber mit opti-
schem Blitz in Grenzwert-Technik 
mit 32 einstellbaren Tönen und drei 
Lautstärkestufen. 

Der optisch-akustische Signalgeber 
kann als eigenständige konventio-
nelle Sirene, als intelligente Loop-Si-
rene in Verbindung mit dem Modul 
ALWS-MOD oder als Funk-Sirene in 
Verbindung mit dem Modul SGWS-
MOD verwendet werden.

KONVENTIONELLE WANDSIRENE, BLITZ  
CWS100-AV

HAUPTMERKMALE
akustischer Signalgeber in Grenzwert-Technik

optischer Blitz

32 einstellbare Töne

3 Lautstärkestufen, max. 100 dB

als eigenständige konventionelle Sirene, intelligente Loop-Sirene  
oder als Funk-Sirene verwendbar

Schutzart IPX5

Zertifizierung EN 54-3 Typ B und EN 54-23

Zertifizierungen

Zulassungen
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TECHNISCHE DATEN
Loop-Spannung 15-40 VDC

Stromaufnahme 5-8 mA bei 24 VDC

Tonarten 32

Lautstärkestufen 3

Schallpegel max. 100 dB(A) bei 1 m

Frequenzbereich Ton 400 Hz - 2.900 Hz

Blitzfrequenz 0,5 bis 1 Hz

Betriebstemperatur -25°C bis +70°C

Luftfeuchtigkeit max. 95 %

Abmessungen 132 x 126 x 92 mm

Gewicht 290 g

Farbe rot

Schutzart IPX5

Zertifizierung EN 54-3 (Typ B) | EN 54-23

kompatibel mit XFIRE, ALWS-MOD, SGWS-MOD

TECHNISCHE ZEICHNUNG

0832 928y

Note: Certified device performance may vary depending on the approval body.

Note: Functionality is dependant on the control equipment and module selection.

Note: Also available in white.

Argus Security S.r.l.
Via del Canneto, 14 - 34015 Muggia, TS, Italy
T: +39-040.23.96.411 E: info@argussecurity.it www.argussecurity.itCW
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intelligent fire solutions

 A Power supply voltage range 15Vdc – 40Vdc 
 A Activated current load (High Vol.) 11-25 mA at 24 Vdc
 A Acoustic Frequency range  400-2900 Hz
 A Maximum acoustic Output 100 dB(A) @ 1m
 A Visual Alarm Device Frequency 0.5 Hz or 1 Hz
 A EN54-23 Classification   W-2.5-7
 A Temperature range (no icing) -25°C to +70°C
 A Unit weight (inc Back box)  290g
 A Max humidity (non condensing) 95% RH
 A Ingress Protection   Designed to meet IP 65

 A BS EN 54-3 (Type B):  
Fire Alam Device, Sounders

 A BS EN 54-23: Fire Alarm Devices,  
Visual Alarm Devices

CWS100-AV 
CONVENTIONAL WALL SOUNDER VAD (RED)
 

The CWS100-AV Conventional Wall Sounder VAD forms the core of 
our EN54-23 modular visual alarm device (VAD) range. The unit can 
either be used as a standalone conventional device or as an intelligent 
unit by the addition of a wired module (ALWS-MOD) or wireless 
module (SGWS-MOD). All devices are weather proof therefore 
this combined with the modular approach means the majority of 
applications can be achieved with very few stock components. The 
unit is equipped with 3 levels of volume adjustment, high output 
LED beacon and 32 recognised tones which can be set via the 
control equipment or locally at the sounder.

 A Flexible modular design
 A 5 year product warranty
 A 3rd party approval to EN54-3 (Type B) and EN54-23
 A 32 Tone Settings
 A Two stage alarm capability
 A Weatherproof as standard
 A Easy to install
 A Silent sounders setting for beacon only use
 A Microphone self test facility
 A Robust & high reliability

TECHNICAL INFORMATION

STANDARDS & APPROVALSTECHNICAL SPECIFICATION

KEY FEATURES

PRODUCT DATASHEET


