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This product has been tried and tested in the manufacturer's laboratory, 
during the installation of the product follow the supplied indications 
carefully. 
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BOOM LENGTH 
from 2,5 to 5
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1

2

2 HOLES

ELDOMSDG

BOOM 
LENGTH

N° & TYPE OF 
SPRINGS

HOLE X - Y X1 - Y1 CONFIG.

2,5 m
SP-YE

1 SPRING
2 194 - 95 mm

188 - 90 mm A   B

173 - 75 mm C

175 - 75 mm D

160 - 60 mm E

3 m
SP-GR

1 SPRING
2 185 - 91 mm

185 - 90 mm A   B

170 - 75 mm C

175 - 80 mm D

155 - 60 mm E

3,5 m
SP-RE

1 SPRING
2 190 - 92 mm

187 - 90 mm A   B

170 - 70 mm C

170 - 70 mm D

158 - 60 mm E

4 m

SP-RE
1 SPRING

2

190 - 92 mm
170 - 70 mm A   B

153 - 55 mm C

SP-BR
1 SPRING

165 - 102 mm
150 - 85 mm D

140 - 75 mm E

4,5 m
SP-BR

1 SPRING
2 145 - 125 mm

127 - 105 mm A   B

113 - 90 mm C

108 - 85 mm D

94 - 75 mm E

5 m
SP-BR

1 SPRING
2 145 - 125 mm

110 - 90 mm A   B

95 - 70 mm C

87 - 65 mm D

75 - 50 mm E
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CARDIN DEUTSCHLAND
BKH Sicherheitstechnik GmbH & Co. KG 
Industriestr. 53 – 67063 Ludwigshafen
Tel.: 0621-54967777 – info@cardin-de.de
http://www.cardin-de.de

CARDIN Hotline Deutschland
Tel.: 0621 6717 9634

KONFIGURATIONSTYP

LÖCHER

SCHLAGBAUM-LÄNGE
2,5 m bis 5 m

Schlag- 
baum Loch Konfigu-

ration
Federtyp & 
Anzahl der 

Federn

1 Feder

1 Feder

1 Feder

1 Feder

1 Feder

1 Feder

1 Feder



ELDOM 11-07-2022ELDOMS/ELDOMLZVL710.00
MODEL DATESERIAL NUMBER SERIES

This product has been tried and tested in the manufacturer's laboratory, 
during the installation of the product follow the supplied indications 
carefully. 

CARDIN ELETTRONICA spa 
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BOOM LENGTH 
from 5,5 to 8
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TYPE of CONFIGURATION

ELDOMLDG

BOOM 
LENGTH

N° & TYPE OF 
SPRINGS

HOLE X - Y X1 - Y1 CONFIG.

5,5 m
SP-BL

1 SPRING
1 170 - 100 mm

170 - 100 mm A   B

158 - 88 mm C

170 - 100 mm D

163 - 93 mm E

6 m
SP-BL

1 SPRING
1 170 - 100 mm

170 - 100 mm A   B

162 - 92 mm C

153 - 83 mm D

143 - 73 mm E

6,5 m
SP-BL

1 SPRING
1 170 - 100 mm

162 - 92 mm A   B

148 - 78 mm C

137 - 67 mm D

130 - 60 mm E

7 m

SP-2BR
2 SPRINGS

1 108 - 60 mm
145 - 98 mm A   B

138 - 90 mm C

SP-2OR
2 SPRINGS

2 95 - 45 mm
107 - 59 mm D

106 - 68 mm E

7,5 m
SP-2OR

2 SPRINGS
2 95 - 45 mm

104 - 55 mm A   B

104 - 72 mm C

103 - 53 mm D

97 - 48 mm E

8 m
SP-2OR

2 SPRINGS
2 80 - 50 mm

97 - 68 mm A   B

94 - 68 mm C

76 - 53 mm D

72 - 49 mm E
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CARDIN DEUTSCHLAND
BKH Sicherheitstechnik GmbH & Co. KG 
Industriestr. 53 – 67063 Ludwigshafen
Tel.: 0621-54967777 – info@cardin-de.de
http://www.cardin-de.de

CARDIN Hotline Deutschland
Tel.: 0621 6717 9634

KONFIGURATIONSTYP

LÖCHER

SCHLAGBAUM-LÄNGE
5,5 m bis 8 m

Schlag- 
baum Loch Konfigu-

ration

Gewicht

Federtyp & 
Anzahl der 

Federn

1 Feder

1 Feder

1 Feder

2 Federn

2 Federn

2 Federn

2 Federn


